STATE OF 1IDAHD :
DEPARTMENT OF
‘vﬁli ENVIRONMENTAL QUALITY

601 Pole Ling Road, Suite 2 + Twin Falls, idahe 83301-3025 » (208) 736-2190 Dirk Kempthorne, Governor

C. Staphen Alirad, Director
October 17, 2000

CERTIFIED MAIL #7000 0520 0014 5096 7514 RECEIVED
Ed White, Operation Manager 0CT 18 2000
Lamb-Weston, Inc. Department of Emi Quslty
P.O. Box 128 Stale Air Program

856 Russet St.

Twin Falls, 1D 83303-0128

RE: T2-000005, Lamb-Weston, Inc., Twin Falls, Idaho
{Tier Il Operating Permit No. 083-00062, Potatoes Processing Facility)

Dear Mr. White:

On December 24, 1998, Lamb Weston, Inc. (L W) requested from the Idaho Department of Environmental
Quality (DEQ) to change the operating permit (OF) application from Tier I to Tier [I. On April 7, 1999,
DEQ received an application for a Tier II OP from LW. On June 21, 1999, the application was declared
complete. On July 15, 1999, LW requested from DEQ to extend processing the facility’s Tier II permit to
enable them to work through the details with the U.S. Environmental Protection Agency (EPA) Region 19
on the derating of the boiler #1 from the NSPS requirements of 40 CFR 60 Subpart Db to NSPS Subpart
Dc. On January 3, 2000, EPA approved the derating of boiler #1 at the facility. On December 6 through
December 21, 1999, LW source tested for PM and VOC emissions from one of the fryers stacks and one of
the dryer stacks. On October 14, 1999, boiler #1 was source tested for NO, and CO emissions from the
boiler’s stack. On April 25, 2000 and May 3, 2000, DEQ received additional information from LW with
a revised emission inventory and the PM-10 and the NO, modeling results from the emission units at the
facility. On August 2, 2000, DEQ issued a proposed Tier I OP to LW, and a public comment period was
held from August 9 through September &, 2000.

Based on review of all application materials, publii: comments received, and all applicable state and federal
rules and regulations; DEQ finds this project meets the provisions of IDAPA 58.01.01.400 (Rules for the
Control of Air Pollution in Idaho). Enclosed is Tier II OP No. 083-00062 for Lamb-Weston, Inc. in Twin
Falls, idaho.

This permit does not release the Permittee from compliance with all other applicable federal, state, local,
or triable laws, regulations, or ordinances.

DEQ agrees that the PM-10 and VOC performarnce tests which were conducted by LW on line 4 fryer and
dryer stacks on December 6 through December 21, 1999, fulfill the performance tests requirements for the

first five years as required in Sections 3.2 and 3.3 (Performance Tests) of each source in this operating
permit.



Ed White, Operation Manager
Lamb-Weston, Inc.
QOctober 17, 2000

Page 2

You are strongly encouraged to request a meeting with DEQ to discuss the permut terms and requirements
with which your facility must comply. Mr. Steve VanZandt of the Twin Falls Reglonal Office will contact
vou regarding this meeting. DEQ strongly recommends that, in addition to your facility’s plant manager,
your respensible official, environmental contact, and any operations staff responsible for day-to-day
compliance with permit conditions be present during the meeting.

You, as well as any other entity, may have the right to appeal this final agency action pursuant to the Idaho
Department of Health and Welfare Rules, Title 5, Chapter 3, “Rules Governing Contested Case Proceedings
and Declaratory Rulings,” by filing a petition with the Hearing Coordinator, Department of Environmental
Quality, 1410 N. Hilton: - 2nd Floor, Boise, ID 8§3706-1255, within thirty-five (35) days of the date of this
decision. However, DEQ encourages you to contact Air Quality Permit Program to address any concerns
you may have with the enclosed permit prior to filing a petition for a contested case.

Please be advised that a permit application fee of $500.00 will be required in accordance with IDAPA
58.01.01. 470 prior to the issuance of the final Tier I OP to the facility.

If you have any questions regarding the terms or conditions of the enclosed proposed permit, please contact
Steve VanZandt in the Twin Falls Regional Office at (208) 736-2190 or Harbi A. Elshafei from the State
Technical Services, at (208) 373-0502. T

Sincerely,

pe

Doug Howard
Regional Administrator
Twin Fallis Regional Office

QDGHAE: b

Enclosures

ce: US EPA Region 10
DEQ State Offices -
Twin Falls Regional Office

IAXFERAIR PERMUITFROVTIL AMBWE~1NY 2000005, pL2
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PERMIT NUMBER

State of idaho
Deépartment of Environmental Quality gis|3i-joicioisl2
AQCR CLASS . SiC
OPERATING PERMIT -
ZONE UTM CQORDINATE (km)
GENERAL INFORMATION _ ap 2lols] E ? al71v]al :é:]
'Jff[c’ﬁ IVED
1. PERMITTEE
_ {.amb-Weston, inc. OCT 1 8 ZW
. cr of Envviroremanst
2 PROJE | % yoh Quelty
Tier Hl Operating Permit Y
3 MAILING ADDRESS TELEPHONE # COUNTY
856 Russet Street {208) 733-5664 Twin Falls
4, citTYy STATE ZiP CODE
Twin Fails ldaho 83301-6128
5. PERSON TO CONTACT TITLE
Brian Stoddard Special Project Technician

6. EXACT PLANT LOCATION
42 DEG 33 MIN 07 SEC NORTH LAT.: 114 DEG 29 MIN 00 SEC WEST LONG.

7. GENERAL NATURE OF BUSINESS & KINDS OF PRODUCTS
Production of Frozen Potato Products

8. PERMIT AUTHORITY

This permit is issued according to the Rules for the Control of Air Pollution in Idaho, Section 88,01.01.400 and
pertains only to emissions of air contaminants which are regulated by the state of l1daho and io the sources
specifically aliowed o be operated by this permit.

THIS PERMIT HAS BEEN GRANTED ON THE BASIS OF DESIGN INFORMATION PRESENTED IN THE
APPLICATION AND DIVISION OF ENVIRONMENTAL QUALITY'S (DEQ) TECHNICAL ANALYSIS OF THE
SUPPLIED INFORMATION. CHANGES IN DESIGN OR EQUIPMENT, THAT RESULT IN ANY CHANGE IN
THE NATURE OR AMOUNT OF EMISSIONS, MAY BE A MODIFICATION, MODIFICATIONS ARE SUBJECT
TO DEQ REVIEW IN ACCORDANCE WITH SECTION 58.01.01.200 OF THE RULES FOR THE CONTROL OF
AIR POLLUTION IN IDAHO.

DISCLAIMER: This document may serve as a Preliminary Inspection Finding Form for use by Depariment
personnel in communicating your compliance status upon inspection, 1t does not constitute a final determination
of compliance status with the Idaho Code or any rules promuigated, permits issued, or consent or judicial orders
entered into pursuant to the law. The Idaho Department of Environmental Quality reserves the right to
suppiement this document with additional compliance determinations, and amend, change, or otherwise modify
any compliance determination stated in this document. This document in no way restricls the state of idaho,

. Department of Envirenmental Quality from taking any action availabie under law 1o address past, present, or
future viclations of the laws administered by the agency.

/“-\\ s

< |

ISSUED DATE _ Oclober 17, 2000

REGIONAL ADMINISTRATOR o

TWIN FALLS REGIONAL OFFICE EXPIRATION DATE _Qctober 17 2005
DEPARTMENT OF ENVIRONMENTAL QUALITY
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION

Lamb-Westion, Inc,
Tier H Operating Permit
Twin Falis, idaho

The Permittee is hereby allowed to operate the equipment described herein subject 1o the emission
fimits and monitoring and reporting requiremnents specified in this permit,

SOURCE
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PERMIT NUMBER ]
018131-10i0|0i6 2

Faciity-Wide Conditions

REASONABLE CONTROL OF FUGITIVE EMISSIONS

1.1

12

All reasonabie precautions shall be taken to prevent particulate matter from becoming airborne in accordance with
IDAPA 58.01.01.851 (Rules for the Control of Air Pollution in idahc). In determining what is reasonable,
considerations will be given to factors such as the proximity of dust emitting operations to hurman habitations, andfor
activities and atmospheric conditions which might affect the movement of particuiate matter. Some of the reasonable
precautions include, but are not limited to, the following:

1.4.1  Use, where practical, of water or chemicals for control of dust in the demclition of existing buildings or
structures, consiruction operations, the grading of roads, or the clearing of lands;

1.1.2  Application, where practical, of asphalt, oil, water, or suitable chemicals o, or covering of, dirt roads, material
stockpiles, and other surfaces which can create dust, .

1.1.3  Installation and use, where practical, of hoods, fans and fabric filters or equivalent systems to enclose and
vent the handling of dusty materials. Adequate containment methods should be employed during
sandblasting or other operations,

1.1.4  Covering, where practical, of open-bodied trucks when transporting materiais likely to give rise to airborme
dusts; 2

1.1.8 Paving of roadways and their maintenance in a clean condition, where practical; or
1.1.6  Prompt removal of earth or other stored material from streets, where practical.

The Permittee shall keep records of ali fugitive dust complaints received. The Permitiee shall take appropriate
corrective action as expeditiously as practicable after a valid complaint is received. The records shall, at a minimum,
include the date that each compiaint was received and a description of the following: the complaint, the Permittee’s
assessment of the validity of the compiaint, and any corrective action taken, and the date the corrective action was
taken. The most recent two {2) years' compilation of data shall be on site, and shall be made avaafabie o DEQ
representatives upon request.

QPACITY LIMIT

2.1

2.2

Visible emissions from any stack, vent, or other functionslly equivaient opening shall not exceed twenty percent
(20%) opacily for a pericd or periods aggregating more than three (3) minutes in any sixty (60) minute period, as
required in IDAPA 58.01.01.625. Opacity shall be determined using iDAPA §8.01.01.625.

The Permittee shail conduct 8 monthly, facifity-wide, visible emission walk around of potential sources of visible
ermissions, during daylight hours and under normai operating conditions. {f any visible emissions are present from
any point of emissions, the Permittee shali take appropriate corrective action as expeditiously as practicable. If
opacity is greater than twenty percent {20%) for a period or pericds aggregating more than three {3) minutes in any
sixty (60} minute period, the Permittee shail take all necessary cofrective action, and report the exceedance in
accordance with IDAPA 58,01.01.130-136. The Permittee shall keep records of the resuits of each monthly, visible

ISSUED: October 17, 2000
‘axm : October 17, 2005

HEm m?m SAXEERAR, PERMTPROV DLAMEWE - L WTFT2 0P
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AIR POLLUTION OPERAYING PERMIT
’ PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Lamb-Weston, Inc. pigiszi-icloinisin
Tier i Operating Permit
Twin Falis, ldaho

The Permittee is hereby aliowed o operate the equipment described herein subject to the emission
timits and monitoring and reporting requirements specified in this permit.

SOURCE

Facility-Wide Conditions

emission inspection. The records shall, at a minimum, include the date of each inspection and a description of the
foliowing: the Permittee’s assessment of the conditions existing at the time visible emissions are present (if
observed), any corrective action taken in response o the visible emissions, and the date corrective action was taken,
The most recent two (2) years' compiiation of data shall be kept on site and shall be made available o DEQ
representatives upon request,

" NATURAL GAS OPERATING REQUIREMENTS

3.1 The maximum combustion of natural gas for the entire facifity shail not exceed one thousand, eight hundred forty-four
miflion cubic feet per any consecutive 12-month period (1,844 MM cfiyr),

NATURAL GAS CONSUMPTION MONITORING AND RECORDING

4.1 The Perrmittee shall monitor and record the following parameters to verify compliance with Section 3.1 of this permit.
The records shall be kept at the facility for the most recent two-year period and shall be made available o DEQ
reprasentatives upon reguest.

41,1 Calendar date and amount of natural gas burned, in cubic feet {cf} per month or therms per month, and
cubic feet or therms per any consecutive 12-month period.

FUGITIVE EMISSION LIMITS

Fugitive ermissions shall not be coserved leaving the property for a periad or periods aggregating more than three (3) minutes
in any sixty (80) minute period. Visible emissions shail be determined by EFA Reference Method 22, as described in 40 CFR
60, Appendix A, or by an alternative method approved by the ldaho Depariment of Environmentai Quality {DEQ).

RULES FOR CONTROL OF OPEN BURNING

The Permittee shall comply with the provisions of IDAPA 58.01.01.600-616 to protect pubitc health and welfare from air
poliutants resuiting from open burning.

REPORTING REQUIREMENTS
7.4 Stroan |

Prior to conducting any emission test, the Permittee is strongly encouraged to submit in writing to DEQ, at least thirty
{30) days in advance, a performance test protoco! in accordance with IDAPA 58.01.01.157.01.a,

7.2 Performance Test Report

In accordance with IDAPA 58.01.01.187.04, the Permittee shall submit a written report of the performance fest
resuits to DEQ within thirty (30} days of completion of the test.

\SSUED: October 17, 2000
EXPIRES: October 17, 2005




10.

Page 4 of 17

AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Lamb-Weston, inc. _ Gi8{3l-i0i0i0j62
Tier H Operating Permit
Twin Falis, idaho

The Permittee is hereby allowed {0 operale the equipment described herein subject o the emission
timits and monitoring and reporting requirements specified in this permit.

SOURCE

Facitity-Wide Conditions

CERTIFICATION OF DOCUMENTS

Al documents including, but not limited {0, application forms for Permits te Construct, records, supporting information,
requests for confidential ireatment, testing report, compliance cerdifications, and monitoring data submitted to DEQ shall
contain a certification by a responsible official in accordance with IDAPA 58.01.01.123. The certification shall state that,
based on information and belief formed after reasonable inquiry, the statements and information in the document(s) are true,
accurate, and compiete.

PERMIT EXCEEDANCES

The Permitiee shall comply with the procedures and requirements of IDAPA §8.01.01.130-138 for excess emissions due to
startup, shutdown, scheduied maintenance, safe_ty measires, upsets and breakdowns.

RE_PGRTING PERMIT EXCEEDANCES
Excess emissions reports and notifications required in IDAPA 58.01.01.130-136 shall be sent to:

Air Quaiity Permit Compliance

Department of Environmental Quality

Twin Falls Regionai Office "
601 Pole Lane Rd., Suite 2

Twin Falis, 10 83304
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Lamb-Weston, Inc. glsisl-|oinioisi2
Tier H Operating Permit
Twin Fails, idaho

The Permiltee is hereby aliowad to operate the équipment described herein subject to the emission
limits and monitoring and reporting requirements specified in this permit.

SOURCE

Line 1 Fryer, Line 2 Fryer, Line 4 Fryer, and Special Products Fryer

1. "EMISSION LIMITS
1.1 Pit- igsi

111 Parliculate matter with an aerodynamic diameter less than or equal 10 a nominal ten microns {(PM-10)
emissions from line 1 fryer stack shal not exceed any of the foliowing: 2.38 pounds per hour (ibfhr) based
on a daily average and 10.33 tons per any consecutive 12-month period (Tfyr), as listed in Appendix A of
this permit.

1.1.2 PM-10 emissions from line 2 fryer stack shall not exceed any of the foliowing: 2.18 ib/hr based on a daily
average and 9.53 tons per any consecutive 12-month pericd {Tiyr), as listed in Appendix A of this permil.

1.1.3  PM-10 emissions from line 4 fryer stack shall not exceed any of the following: 3.08 Ib/hr based on a daily
average and 13.49 tons per any consecutive 12-month peried (T/yr}, as listed in Appendix A of this permit.

1.1.4 PM-10 emissions from the special products fryer stack shall not exceed any of the following: 0.44 ib/hr based
on a daily average and 1.83 tons per any consecutive 12-month period (Thr), as listed in Appendix A of this
permit.

1.2 N rrission Limi
1.2.1  Volatile organic compound {(VOC} emissicns from fine 1 fryer stack shall not exceed any of the following:
0.75 ibfhr based on a daily average and 3.31 lons per any consecutive 12-month period (T#yr), as listed in
Appendix A of this permit.

1.22  VOC emissions from line 2 fryer stack shall not exceed any of the following: 0.70 ib/hr based on a daily
average and 3.05 tons per any consecutive 12-month period (Tlyr}, as listed in Appendix A of this permit,

1.2.3  VOC emissions from line 4 fryer stack shall not exceed any of the following: 0.99 ib/hr based on a daily
average and 4,32 tons per any consecutive 12-month period (T/yr), as listed in Appendix A cof this permit.

1.2.4  VOC emissions from the special products fryer stéck shatt not exceed any of the following: 0.14 ib/hr based

on a daily average and 0.61 tons per any consecutive 12-month period {Tiyr), as listed in Appendix A of this
permit. _

2. OPERATING REQUIREMENTS
2.1 Throughput Limit
211 The maximum throughput of finished potato product from line 1 fryer shall not exceed five hundred ninety

tons per day (580 tons/day). The maximum throughput of finished polato product from line 1 fryer shall not
exceed two hundred fifteen thousand, one hundred forty-six tons per any consecutive 12-month period




SOURCE
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AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Lamb-Weston, inc. olatzl-ioiololslz
Tier i} Qperating Permit

Twin Falls, ldaho

The Permittee is hereby allowed o operate the equipment described herein subject to the emission
limits and monitoring and reporting requirements specified in this permit.

Line 1 Fryer, Line 2 Frver, Line 4 Fryer, and Special Products Fryer

2.2

2.3

2.4

2.5

(215,146 Thyr).

2.1.2  The maximum throughput of finished potato product from line 2 fryer shall not exceed five hundred forty-four
tons per day (544 tons/day). The maximurmn throughput of finished potato product from lne 2 fryer shait not
exceed one hundred ninety-eight thousand, five hundred two tons per any consecutive 12-month period
(198,502 THn. '

2.1.3  The maximum throughput of finished potato product from line 4 fryer shall not exceed seven hundred
seventy tons per day {770 tons/day). The maximum throughput of finished potato product from line 4 fryer
shalt not exceed two hundred eighiy-one thousand, twenty-one tons per any consecutive 12-month period
(281,021 Thr).

2.1.4 The maximum throughput of finished potato product from the special products fryer shali not exceed one

" hundred nine tons per day {108 tons/day). The maximum throughput of finished potato product from the

special product fryer shall not exceed thirty-nine thousand, six hundred eighly-three tons per any
consecutive 12-month period {39,683 Tiyr).

Within ninety {80) days of the issuance of this permit, the Permittee shall install, calibrate, maintain, and operate,

in accordance with manufacturer's specifications, equipment fo continucusly measure the pressure differential across
the air pollution control equipment and the scrubbing media flowrate to the air poliution control equipment.

Within ninety {8C) days of the issuance of this permnil, the Permittee shall have developed an Operations and
Maintenance (O&M) Manuai for the air poliution control devices which describes the procedures that will be followad
{o comply with General Provision 8 and the air pollution control device requirements contained in this permit. The
manual shall remain on-site at zil times and shall be made availabie to DEQ representatives upon request.

The pressure drop across the air pollution control devices shall be maintained within the manufacturer's and Q&M
Manual's specifications. Docurmentation of both the manufacturer's and O&M Manual's operating pressure drop
specifications shall remain on-site at all times and shall be made available to DEQ representatives upon request.

in fa ¥l
The scrubbing media fliowrate to the air pollution control devices shall be maintained within manufacturer's and C&M

Manual's specifications. Documentation of the manufacturer's and O&M Manual's operating scrubbing media
specifications shall rernain on-site at all imes and shall be made available to DEQ representatives upon request.

S —_—tt
ISSUED: October 17, 2000
EXPIRES: October 17, 2005
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- AIR POLLUTION OPERATING PERMIT

SCURCE

PERMITTEE, PROJECT, AND LOCATION ' PERMIT NUMBER

Lamb-Weston, inc. g|8:i3!-101G|0|6i2
Tier | Operating Permit
Twin Falis, ldaho

The Permittee is hereby aliowed fo operate the equipment described herein subject to the emission
fimits and monitoring and reporting requirements specified in this permit,

Line 1 Fryer Line 2 Fryer, Line 4 Fryer, and Specigl Products Frver

MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

3.2

33

Throughput

The Permittee shall monitor and record, both dally and annually, the throughput of finished potato product from line
1, line 2, line 4, and the special products fryers to demonsirate compiiance with Section 2.1 of this permit.
Throughput shall be recorded as tons per day (tons/day) and tons per any consecutive 12-month period {Tlyr). The
raspective throughput for each day may be determined using monthiy throughput records. Records of the most
recent two-year period shall be maintained on site and shail be made available to DEQ representatives upon request.

A Polluti atrol

The following parameters shall be monitored and recorded during operation as specified below. The most recent
two (2} years' compilation of data shall be kept on-site, in records, and shall be available to DEQ representatives
upen request

321  Pressure drop across the air polivtion conirol device once daily.

3.2.2 The scrubbing media fowrate {o the air poliution device once daily.
323  Maintenance on the air pofiution control device and any medifications made to the operating specifications
as performed on a daily basis,

Parformance Tesis
3.3.1  EM:10 Performance Tests

The Parmiltee shall conduct a performance test io measure PM-10 from the line 4 fryer stack on or before
December 21, 2004, and at 2 minimum of once every five years thereafler, The Permittee shail use the
results of the PM-10 performance tests io establish a PM-10 emission factor which shail be used o estimate
emissions from each fryer at the facility to determine compliance with the PM-10 emission limits specified
in Section 1.1 of this permit. This performance test, and any subsequent performance tests conducted o
demonstrate compliance with Section 1.1 of this permit, shall be performed in accordance with IDAPA
58.01.01.157, General Provision | of this permit and the following requirements;

3.3.1.1 Visible emissions shail be observed during each performance test run using methods specified in
IDAPA §58.01.01.187.

3.3.1.2 The pressure drop across the air poilution control equipment of fine 4 fryer shall be recorded during
gach performance test

3.3.1.3 The throughput of finished potato product in tons per hour {tons/hr) from line 4 fryer shall be
recorded during each performance test.

'zssusn October 17, 2000
| EXPIRES: October 17, 2005

HEfen 2@‘?!5004 FAKFERRAR ?ERM?FR&M-&EWTFH o
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Lamb-Weston, inc. ' 0l8]3{-10i0i0i6}2
Tier Il Operating Permit
Twin Falls, [daho

The Permittee is hereby allowed 10 operate the equipment described herein subject to the emission
limits and monitoring and reporting requirements specified in this permi.

SOURCE

Line 1 Fryer, Line 2 Fryer, Line 4 Fryer, and Special Products Fryer

332 ¥QC Performance Tests

The Permittee shall conduct a performance test to measure VOC from the line 4 fryer stack on or before
December 21, 2004, and at a minimum of once every five years thereafter. The Permittee shall use the
resuits of the VOC performance tests to establish a VOC emission factor which shall be used to estimate
emissions from each fryer at the facility to determine compiiance with the VOC emission limits specified in
Section 1.2 of this permit. This performance test, and any subsequent performance tests conducted to
demonsirate compiiance with Section 1.2 of this permit, shail be performed in accordance with IDAPA
58.01.01.1587, General Provision | of this permit and the foilowing requirements:

3.3.2.1 Visible emissions shall be observed during each performance test run using methods specified in IDAPA
58.01.01.157.

3.3.2.2 The throughput of inished potato product in tons per hour {tons/hr) from line 4 fryer shall be recorded during
gach performance test,

[1SSUED: October 17. 2000
EXPERES. Octoher 17, 2008
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AIR POLLUTION QOPERATING PERMIY
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Lamb-Weston QI8|31-i0|0|0I612
Tier 1 Operating Permit
Twin Falis, idaho

The Permittee is hereby allowed to operate the equipment described herein subject (o the emission
limits and monitoring and reporting requirements specified in this permit.

SOURCE

Line 1 Drver, Line 2 Dryer and Pre-Dirver, Line 4 Dryer, and Special Producis Dryer

1. EMISSION LIMITS
11 PM-10 Emission Limits
1.1.1 Particulate matter with an aerodynamic diameter less than or equal to a nominal ten microns (PM-10) emissions from
fine 1 dryer stacks shail not exceed any of the following: 1.38 pounds per hour {Ib/hr) based on a daily average and
5.05 fons per any consecutive 12-month period (Thr), as listed in Appendix A of this permit.

1.1.2 PM-10 emissions from line 2 dryer and Pre-Dryer stacks shall not exceed any of the foilowing: 1.27 bihr based on
a2 daily average and 5.58 tons per any consecutive 12-month period (T/yr), as listed in Appendix A of this permit,

1.1.3 PM-10 emissions from line 4 dryer stacks shall not exceed any of the following: 1.8C ib/hr based on a daily average
and 7.890 tons per any consecutive 12-month period {T/yr), as listed in Appendix A of this permit,

1.1.4 PM-10 emissions from the special products dryer stacks shall not exceed any of the following: 0.25 Ib/hr based on
2 daily average and 1.12 tons per any consecutive 12-month period {Tiyr), as listed in Appendix A of this permit.

1.2 NO ECmission Limits

1.2.1 Oxides of nitrogen {(NO,) emissions from line 1 dryer stacks shali not exceed any of the foliowing: 3.53 ib/hr based
on a daily average and 3.25 tons per any consecutive 12-month period (T/yr), as listed in Appendix A of this permit.

1.2.2 NO, emissions from line 2 dryer and pre-dryer stacks shail not exceed any of the following: 0.38 b/hr hasedon a
daily average and 0.71 tons per any consecutive 12-month period (Tiyr), as listed in Appendix A of this permit,

1.2.3 NQ, ém%ssions from line 4 dryer stacks shall not exceed any of the foliowing: 2.70 lb/hr based on a daily average and
4.59 tons per any conseculive 1Z-month period (T/ye), as listed in Appendix A of this permit.

1.2.4 NQO, emissions from the special products dryer stacks shall not exceed any of the following: .49 Ib/hr based on a
daily average and 0.74 tons per any consecutive 12-month period (Tlyr), as listed in Appendix A of this permit.

2. OPERATING REQUIREMENTS
2.1 Throughput Limit

2.1.1 The maximum throughput of finished potato product from line 1 dryer shali not exceed five hundred ninety tons per
day (590 tons/day). The maximum throughput of finished potato product from line 1 dryer shall not exceed two
hundred fiteen thousand, one hundred forty-six tons per any consecutive 12-month period (215,148 Tiyr).

2.1.2 The maximum throughput of finished potato product from line 2 dryver and pre-dryer shall not exceed five hundred
forty-four tons per day (544 tons/day). The maximum throughput of finished potato product from line 2 dryer and

pre-dryer shail not exceed one hundred ninety-eight thousand, five hundred two tons per any consecutive 12-month
period (198,502 Tiyr).

ISSUED: October 17, 2000
EXPIRES: October 17, 2005
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S0URCE

AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Lamb-Weston gisizi-loigigislz
Tier i} Cperating Permit
Twin Falis, Idaho

" The Permittee is hereby allowed {0 operate the equipment described herein subject 1o the emission
limits and monitoring and reporting requirements specified in this permit.

o e e

Line 1 Dryer, Line 2 Dryer and Pre-Dryer, Line 4 Dryer, and Special Products {)ger

i

2.1.3 The maximum throughput of finished potato product from line 4 dryer shail not exceed seven hundred seventy tons

per day (770 tons/day). The maximum throughput of finished potato product from line 4 dryer shail not exceed two
hundred eighty-one thousand, twenty-one tons per any consecutive 12.month period (281,021 Thr).

The maximum throughput of finished potato product from the special products dryer shall not exceed one hundrad
nine tons per day (108 tons/day). The maximum throughput of finished potato product from the special product dryer
shall not exceed thirty-nine thousand, six hundred eighty-three tons per any consecutive 12-month period {39,683
Tiyr),

2.2 Euel Specification

Line 1 dryer, line 2 pre-dryer, line 4 dryer, and the special products dryer shall burn natural gas exclusively.

MONITORING AND RECORDKEEPING REQUIREMENTS
Throughput

The Permittee shall monitor and record, both daily and annually, the throughput of finished potato product from tine 1 dryer,
ling 2 dryer and pre-dryer, line 4 dryer, and the special products dryer to demonsirate compliance with Section 2.1 of this
permit. Throughput shall be recorded as tons per day (tons/day) and tons per any consecutive 12-month period {THyr). The
respective throughput for each day may be determined using monthly throughput records. Records of the most recent two-
year period shall be maintained on site and shall be made available to DEQ representatives upon request.

3.1

32

Performance Tests
3.2.1 PM-10 Performance Tests

The Permittee shall conduct a performance test to measure PM-10 from the fine 4 dryer stack on or before December
21, 2004, and at a minimum of once every five years thereafter. The Permitiee shail determine one stack of the line
4 dryer stacks which has the worst case PM-10 emissions for testing purposes. The Permittee shall use the resuits
of the PM-10 perfarmance tests from line 4 dryer stacks to establish a PM-10 emission factor which shail be used
to estimate emissions from each dryer at the facility to determine compliance with the PM-10 emission limits
specified in Section 1.1 of this permit. This performance test, and any subsequent performance tests conducted to
demonstrate compliance with Section 1.1 of this permit, shail be performed in accordance with IDAPA 58.01.01.157,
General Provision | of this permit and the following requirements:

3.2.1.1 Visible emissions shall be observed during each performance test run using methods specified in IDAPA
58.01.01.157.

3.2.1.2 The throughput of finished potato product in tons per hour {tons/hr) from line 4 dryer shail be recorded
during each performance fest,

ISSUED: October 17, 2000

LEXPIRES: October 17, 2005_
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AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Lamb-Waeston, Inc. 0i8135-j0:Gi018]2
Tier | Operating Permit

Twin Falis, ldaho

The Permitiee is hereby aliowed to operate the eguipment described herein subject to the emission
limits and monitoring and reporting requirements specified in this permit.

SCURCE

Boiler #1 (Combustion Engineering)

EMISSION LIMITS

1.1 Particul r Ermission Limi

The particulate matter {PM) emission shall not exceed 0,015 grains per dry standard cubic foot of effluent gas adiusted to
three percent (3%) oxygen by volume when natural gas is combusted, as required in IDAPA 58.01.01.678.

1.2 PM:-10 and NO, Emission Limits

1.2.1 Particuiate matter with an zerodynamic diameter less than or equal to a nominal ten micron (PM-10) emissions from
boiler #1 shaill not exceed any of the following: (.72 pounds per hour (Ib/hr) based on a dally average and 3.15 tons
per any consecutive 12-month pericd (Thyr), as listed in Appendix A of this permit.

1.2.2 Oxides of nitrogen (NO,) emissions from boiler #1 shall not exceed any of the foliowing: 7.93 ihs/hr based on a daily
average and 30.93 tons per any consecutive 12-month period (T/yr), as listed in Appendix A of this permit.

CPERATING REQUIREMENTS
2.1 Euel Specification

Boller #1 shall burn natural gas exclusively.
MONITORING AND RECORDKEEPING REQUIREMENTS
3.1 Qperation Parameters Monitors

The Permittee shall record the following parameters to verify compliance with Section 2.1 of this permit. The records shail
be kept at the facility for the most recent two-year period and shall be made available to DEQ representatives upon request.

31.1 The Permittee shail monitor and record the amount of natural gas used for boiler #1 on a daily basis, as required

(n 40 CFR 60.48c{g). The Permitiee shall maintain records for a period of two years following the date of such
records.

3.1.2 The Permittee shall submit written notification to EPA Region 10 and to DEQ following the procedures listed in 40
CFR 60.48¢(a). The notification shall include the date of construction or reconstruction; anficipated startup date; the
design heat input capacity; and fuel combusted in the affected facility.

3.1.3 The Permitlee shall monitor and maintain records of the natural gas flow rate {f/min), no less frequently than on
a continuous hasis and shall report to EPA Region 10 and to daho DEQ on a guarterly basis the natural gas-fired
heat input of boller #1 (MMBtu/hr) for each boiler operating day.

EXPIRES: October 17, 2005
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AIR POLLUTION OPERATING PERMIT
- PERMITTEE, PROGJECT, AND LOCATION PERMIT NUMBER

Lamb-Weston, inc, 0181301010186 (2
Tier § Operating Permit
Twin Fails, ldaho

The Permittee is hereby allowed to operate the equipment described herein subject to the emission
limits and monitoring and reporting requiramenis specified in this permit.

SQURCE

Boiler #2 (Murray-Trane) and Boiler #3 {Cleaver-Brooks)

f!

EMISSION LIMITS
1.1 Paricuiat issi

The particulate matter (PM) ernission shall not exceed 0.015 grains per dry standard cubic foot of effluent gas adjusted o
three percent (3%) oxygen by volume when natural gas is combusted, as required in IDAPA 58.01.01 675,

1.2 PM: i i
1.2.1 Particuiate matier with an aerodynamic diameter less than or equal io a norninal ten micron (PM-10) emissions from
boiter #2 shall not exceed any of the following: 0.54 pounds per hour (ib/hr} based on a daily average and 2.35 tons
per any consecutive 12-month period (T/yr), as listed in Appendix A of this permit.

1.2.2 PM-10 emissions from boiler #3 shall not exceed any of the following: 0.27 pounds per hour {Ib/hr} based on a daily
average and 1.05 tons per any consecutive 12-month period (T#yr), as listed in Appendix A of this permit.

1.2.3 Cxides of nitrogen {NQ,) emissions from boiler #2 shail not exceed any of the foliowing: 7.08 ibsthr based on a daily
average and 27.53 tons per any consecutive 12-month period (Thyr), as listed in Appendix A of this permit.

1.2.4 NO, emissions from boiler #3 shail not exceed any of the following: 3.53 ibs/hr based on a daily average and 13.76 ~
tons per any consecutive 12-month period (Tiyr), as listed in Appendix A of this permit.

OPERATING REQUIREMENTS
2.1 Fuel Specification

Boiler #2 and boiller #3 shall burn natural gas exciusively,
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AIR POLLUTION OPERATING PERMIY
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

tamb-Weston, inc. gi8l3i-ic|oiai6giz2
Tier I} Qperating Permit
Twin Falls, Idaho

The Permitiee is hereby aliowed to operate the equipment described herein subject to the emission
limits and monitoring and reporting requirements specified in this permit.

SOQURCE

Heaters and Burmers

EMISSION LIMITS
11 N mission Limi

Qxides of nitrogen {NQO,} emissions from the heaters and burners shall not exceed 3.75 tons per any consecutive 12-month
period {Tiyr), as listed in Appendix A of this permit,

OPERATING REQUIREMENTS
2.1 Fuel Specification

The heaters and burners shali burn natural gas exclusively.

ISSUED: Cctober 17, 2000
2005
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

¢t amb-Weston, Inc. £18:35-1030101812
Tier i Cperating Permit
Twin Falls, idaho

The Permitiee is hereby aliowed to operate the equipment described herein subject {o the emission
fimits and monitoring and reporting requirements specified in this permit.

SQURCE

Emergency Diesel Generators {100 KW and 230 kW)

EMISSION LIMITS
1.1 Padiculate Matter Emission Limits

Particulate matter (PM) emissions shall not exceed 0,05 grains per dry standard cubic foot of effluent gas adjusted fo three
percent {3%) oxygen by volume when diesel liguid is combusted, as required in IDAPA 58.01.01.875.

1.2 EM-10 and NO_Emission Limits

1.2.1 Particulate matter with an aerodynamic diameter less than or equail to a nominal ten microns (PM-10} emissions from
: the emergency diesel generators (i.e., 100 KW and 230 kW) shall not exceaed any of the following: 0.87 pounds per

hour {ib/hr) based on a daily average and 0.22 tons per any consecutive 12-month period (T/yr), as listed in Appendix
A of this permit.

1.2.2 Oxides of nitrogen {NOX) emissions from the emergency diese! generators {i.e., 100 KW and 230 kW) shall not
exceed the following: 3.73 tons per any consecutive 12-month period (THr), as listed in Appendix A of this permit.

OPERATING REQUIREMENTS
2.1 Hours of Operation
The maximum hours of operation for each emergency diesel generator shall not exceed 8.5 hours per day, except for

emergency. The total number of hours of operation for each emergency diese! generator shall not exceed 500 hours per
any consecutive 12.month period.

2.2 Euel Specification

The diesel emergency generators shail be fired exclusively by No. 2 diesel fuel. The sulfur content shall be iess than five-
tenths weight percent (0.5 wt %), as required in 1DAPA 58.01.01.728.

The Permittee shall mainain and operate the emergency diesel generators in accordance with manufacturer's
recommendations.

ISSUED: October 17, 2000
EXP%RISS' October 17, 2005
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. AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Lamb-Weston, Inc. gi813i-|0igi0l832
Tier Il Operating Permit

Twin Falls, igaho

The Permiltee is hereby allowed to operate the equipment described herein subject to the emission
limits and monitoring and reporiing regquirements specified in this permit.

SOURCE

Emergency Diese! Generators (100 KW and 238 kW)

3. MONITORING AND RECORDKEEPING REQUIREMENTS
3.1 Emergency Generator Operations
The Permittee shall monitor and record the date and number of hours of operation of the emergency diese! generators to

verify compliance with Section 2.1 of this permit. The most recent two (2) years’' compilation of data shail be kept on-site
in records at all imes and shall be made available to DEQ representatives upon request.

1SSUED: Qctober 17, 2000
EXPIRES: October 17, 2085
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PERMIT NUMBER
Lamb-Weston, Inc. gl|3]|-jninigisiz
Tier Ii Operating Permit
Twin Fails, idaho
SOURCE
Appendix A -
APPENDIX A
lLamb-Weston, inc. - Twin Fails
Hourly (Ib/hr) and Annual (Yiyr) Emission Limits*
e L T
- EMISSION.UNIT. - - i | wyr | wme | wye | omnee | oy
line 1 fryer 2.38 10.33 0.75 3.31 — e
fine 2 fryer 2.18 9.53 0.70 3.08 e —
fine 4 fryer 3.08 13.49 0.99 4.32 o —
special products fryer G.44 1.83 §.14 0.61 o -
line 1 dryer 1.38 8.05 e - 3,583 3.28
line 2 dryer and pre-dryer 1.27 5.58 — - 0.39 G.71
line 4 dryer 1.80 7.80 . e 2.70 4.59
special products dryer 0.25 1.12 —— e 0.49 0.74
boiler #1 .72 3.18 o - 7.93 30.93
boiter #2 0.54 2.35 - o 7.06 27.53
boiler #3 0.27 1.05 e — 3.63 13.76
heaters and burners - - e — - 3.75
emergency diesel generators {.87 0.22 — e e 3.73

a. As determined by a pollutant-specific U.S. EPA reference method, DEQ-approved
alternative, or as determined by DEQ's emission estimation methods used in the

permit application analysis.

HEfDm 204715004 JKFERVUR PERMITE ROV ALAMBWE ~ L WPE TS OF

FISSUED: October 17, 2000
EXP!RS: Oetober 17, 2005
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. TIER H OPERATING PERMIT GENERAL PROVISIONS

Al amissions authorized hereln shall be consistent with the terms and conditions of this permit. The emission of any poliutant in
excess of the limitations specified herein, or noncompliance with any other condition or iimitation contained in this permit, shall
constitute a viglation of this permit and the Rules for the Control of Air Poifution in idaho, and the Environmental Protection and Health
Agt, idaho Code 39-101 et. seq.

The Permittee shall at all irmes (except as provided in the Rules for the Controf of Air Follution in ldaho) mairdain and operate in good
working order ali treatment or control facilities or systems instailed or used to achieve ccmpilance with {he terms and conditions of
this permit and other applicable taws for the control of air poliution,

The Permittee shall altlow the Director, and/or his authorized representative{s), upon the presentation of credentiais:

1) To enter upon the Permittee’s premises where an emission source is focated, or in which any records are requirad ' be kept
under the terms and conditions of this permit; and

2y Alreascnable times {0 have access i and copy any records required to be kept under the terms and conditions of this permit,
to inspect any monitoring methods required in this permit, and o require stack emission testing (i.e., performance tests) in
conformance with state approved or accepted EPA procedures when deemad appropriate by the Director,

Except for data determined (o be confidential under Section 9-342A, Idaho Code, all reports prepared in accordance with the terms
of this permnit shail be available for public inspection at the appropriate regionat office qf the Department of Environmental Quatity.

Nothing in this permit is irdended to relieva or exempt the Permitiee from compliance with any applicable federal, stafe. or local aw
or raguiation, except as specifically provided herein,

in the event of any change in control or ownership of source(s) from which the authorized emissions emanate, the Permitiee shait
notify the succeeding owner or controlier of the exisience of this permit by letter, a copy of which shall be forwarded to the Director.

This permit shall be renewable on the expiration date, provided the Permitiee submits any and alt information necessary for the
Diractor to determine the amount and type of air poliutants emitted from the equipmernt for which this permit is granted. Fallure to
submit such information within sixty {80} davs after receipt of the Director's request shall cause the permit 10 be voided,

The Tirector may require the Permitiee o deveiop a lst of Operation and Mainienance Procedures to be approved by DEQ. Such
list of procedures shall become a part of this permit by reference, and the Permitiee shall adhere to all of the cperation and
mainienance procedures contained tharein,

Performance tests (L.e.; air emission source tests) conducted pursuant to testing requirerments in this permnit must be conducted in
accordance with 1IDAPA 58.01.01.157 Such testing shaii not be conducted on weekends or slate holidays unless the Permittes
obtains prier DEQ approval.

The Permitiee shall submit a proposed test date for each performance test required by this permit to DEQ for approvai at least fifteen
{15} days prior to each respective test date (inclutling each test date for periodic tesis such as, for example, annual tests). The
Permittee shall promptly notify DEG of any change in the proposed test date and shaill provide at least five (5) working days advanced
notice prior to conducting any rescheduled lest, uniess DEQ approves a shorter notice period,

Within thirty {30} days of the date on which a performance test required by this permit is concluded, the Permittee shall submit to DEQ
a performance test report for the respective test. The performance test report shall include any and all process operating data
required o be recorded during the test period as weli as the test resuits, raw test dala, and associated documentation,

The maxirum allowable source operating rate shall be limited to 120% of the average operating rate attained during the most recent
performance test conducted pursuant to this permit, for which a test protocol has been granted prior approval by DEQ, which
demonstraled compliance with the respective poliutant emission limit unless; {1) a more restrictive operating limit is specified
eisewhere in this permit or; {2} at such an operating rate, emissions would exceed any emission imit(s) set forth in this permit.

The provisions of this permit are severable; and if any provision of this permil to any circumstance is held invalid, the application of
such provision o other circumstances, and the remainder of this permit shall not be affected thereby,

FISSUED: October 17, 2000
EXPIRES: October 17, 2005

E/m 204715004 J\XFEW PERMITERO\TALAMEBE -~ T WTE 12,08
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